Department of Planning and Zoning David White, AICP, Director
149 Church Sireet Ken Lerner, Assistant Director

Sandrine Thibauli, AICP, Comprehensive Planner

Burlington, VT 05401 Jay Appleton, GIS Manager  §
Telephone: (802} 865-7188 Scott Gustin, AICP, Senior Planner
{802) 865-7195 (FAX} Mary O’Neil, AICP, Senior Planner
(802) 865-7142 (TTY) Nic Anderson, Zoning Clerk

Elsie Tillotson, Department Secretary

Planning and Zoning

TO: Development Reyiew Board
FROM: Scott Gustin _« ?”}

DATE: November Sﬁ 20}3

RE: 14-0427CA; 194 St. Paul Street

14-0428CA; 1 Browns Court

Note: These are staff comments only; decisions on projects are made by the Development
Review Board, which may approve, deny, table or modify any project. THE APPLICANT
OR REPRESENTATIVE MUST ATTEND THE MEETING.

Zone: DT Ward: 6
Owner/Representative: City of Burlington & Champlain College

Request: Demolish existing Eagles Club building and excavate site. Phase 1 of a 2 phase -
redevelopment project. No new development included in Phase 1.

Applicable Regulations:
Article 5 (Citywide General Regulations)

Background Information:

The applicant is requesting approval to demolish the existing Fagles Club building, remove
existing surface parking associated with the Club and along Browns Court, and excavate the entire
site in preparation of a subsequent redevelopment project. This work is Phase 1 of a 2 phase
project that is proposed to include redevelopment in the form of a mixed use
apartment/commercial/parking garage building. Construction timelines have prompted the
applicant to split the project into two phases. Only demolition and excavation is included in Phase
1. The applicant anticipates filing a zoning permit application for Phase 2 in November 2013.

Previous zoning actions for this property are listed below.

1/9/09, Approval to change use to temporary boarding house
7/27/06, Approval to install freestanding sign

11/9/99, Approval to install parallel sign

8/27/97, Approval to install replacement 2™ floor wmdows
1/28/93, Approval to install a telecommunications cabinet
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Recommendation: Consent approval as per, and subject to, the following findings and
conditions.

I. Findings

Article 5: Citywide General Regulations



Sec. 5.2.3, Lot Coverage Requirements
Lot coverage will effectively drop to zero as a result of the proposed demolition and excavation.
(Affirmative finding)

Sec, 5.2.4, Buildable Area Calculation
This criterion does not apply to properties in the DT zone.

Sec. 5.2.5, Setbacks
Not applicable.

Sec. 5.2.6, Building Height Limits
Not applicable.

Sec. 5.2.7, Density and Intensity of Development Calculations
Not applicable.

Sec. 5.5.1, Nuisance Regulations
Nothing in the proposed demolition and excavation appears to constitute a nuisance under this
criterion. (Affirmative Finding)

Sec. 5.5.2, Outdoor Lighting
Not applicable.

Sec. 5.5.3, Stormwater and Erosion Control

The earthwork associated with this proposal is extensive, and a comprehensive erosion prevention
and sediment control plan has been submitted as required. The excavation site will be enclosed
with construction fencing and sheeting, and excavation will be limited to ¥ acre at any given time.
A temporary sediment basin is proposed to capture stormwater onsite, and a stabilized construction
entrance is proposed to minimize dirt tracking onto city streets. Performance measures for
stabilizing disturbed areas and for cleaning offsite tracking are provided. This erosion control and
sediment control plan has been submitted to the Stormwater Administrator and is pending review
and approval. (Affirmative finding as conditioned)

II. Conditions of Approval

1. Prior to release of the zoning permit, the applicant shall obtain written approval of the
Erosion Prevention and Sediment Control Plan from the Stormwater Administrator.

2. A complete zoning permit application for Phase 2 of this redevelopment project shall be
filed with the Department of Planning & Zoning by December 2, 2013. Otherwise, the site
shall be fully stabilized for conversion to green space as per the site stabilization standards
of Chapter 26, subject to review and approval by the Stormwater Administrator.

3. Approval of this permit is for demolition and site excavation only. It shall in no manner
whatsoever imply approval of any future development or of any right to develop on the
premises.

4. Standard permit conditions 1-15.
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3 October 2013

Mr. David White, Director

Mr. Scott Gustin, Senior Planner
City of Burlington

Department of Planning and Zoning
City Hall — 14 Church Street
Burlington, Vermont 05401

RE: Zoning Permit Application for Building Demolition and site Excavation
194 St. Paul Street and 0 Brown's Court

Gentlemen:

As per our recent discussions, please accept this correspondence and supporting documents for a zoning permit
application for demolition and site excavation at the above-referenced properties.
1. Completed application form
2. $610 Application Fee {$110 + $500)
3. Supporting information including:
a. Existing Conditions Plan and Erosion Prevention and Sediment Control Plan-Phase 1 prepared by
Lamoureux and Dickenson Consulting Engineers

As we have discussed, the building demolition and site excavation contemplated by this permit application
represent Phase 1 of a proposed plan to redevelop the site into a mixed use student apartment project sponsored
by Champlain College. Architectural and site plans of the proposed building and site improvements {Phase 2 of the
project) are currently underway and should be ready for submission in early November. Given our timeline,
however, it is critical the work contemplated by the Phase 1 permit application commence as soon as possible.
Hence our decision to separate the project development review into two distinct permit applications.

The College understands the limits of this permit application and accepts the risk that approval of Phase 1 is not a
guarantee of a subsequent approval of the student apartment project. Indeed, to the extent the sale of the
Brown’s Court parcel from the City to the College is conditioned on the College’s agreement to redevelop the Site
for student apartments, we can assure you we are motivated to make application for Phase 2 and proceed through
the development review process as quickly as possible. We feel the purchase price associated with the transaction
should provide the City with adequate assurance that we will honor our commitment. However we can discuss
providing the City with additional surety, if required.

Thank you for your ongoing assistance as we commence this exciting Project. If additional information is required,
pleasg advise.

JohW Caulo
Associate Vice President — Campus Planning and Auxiliary Services
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ARE FUNCTIONAL

NOT TO SCALE

APPROXIMATE LOCATION
oF Ex?sr’we E‘},og R THE EXISTING OVERHEAD UTILITY SERVICES

DEMOUTION NOTES:
1. THE CONTRACTOR SHALL COORDINATE THE REMOVAL OF THE EXISTING SURFACES,

STRUCTURES, ANG UTHITIES WiTH THE OWNER, UTILITY COMPANIES, AND THE GiTY OF
BURLINGTON,

STING UARDRAILTO
: REMOVED .~

2. THE RELOCATION OF EXISTING UTILITIES SHALL 8E COMPLETED IN COORDINATION WITH THE
UTILITY COMPANY AND OWNER, WITH WORK 1N ACCORDANCE WiTH THE UTRITY COMPANY'S
SPECIFICATIONS FOR CONSTRUCTION,

SAVMBOIS TL3HONOD

3. EXISTING FOUNDATIONS AND STRUCTURES, NOT SHOWN ON THIS PLAN, MAY EXIST BELOW EXISTING BUILDING
‘GRADE ON THE SITE. F ENCOUNTERED, THEY SHALL BE IMMEDIATELY REPORTED TO THE

OWNER AND STRUCTURAL ENGINEER. AT A MINIAUM, EXISTING FOUNDATIONS AND

STRUCTURES SHALL BE REMOVED TO A DEPTH OF AT LEAST 2 FEET BELOW THE BOTTOM OF

THE SUBGRADE OR ANY TRENGH BEDDING.

PROJECT DATA

PROJECT AREA 938 ACRE
1Y

" METER. JO R REMOVED -
3. WHERE REQUIRED, EXISTING UTHITY SERVICE AND ACCESS SHALL BE MAINTAINED DURING
CONSTRUCTION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION AND
PROVISION OF TEMPORARY UTILITY SERVICES AND ACCESS AS REQUIRED. PAYMENT FOR THIS
WORK SHALL BE INCIDENTAL TO THE CONSTRUCTION OF THE NEW SITE IMPROVEMENTS.

EAGLES CLUB PARGEL =0.604 ACRE

CITY PARKING LOT PARCEL = 0,354 ACRE

/ CHY BROWNS COURT LOT = 0.040 ACRE
4. EXISTING STRUCTURES, PAVEMENT, SURFACES, AND UTILITIES SHALL BE REMOVED WHERE

. THE EXTENT-OF TrE WATER — i) .,
< ANDSEWER SERVICELINES.ON: 5+

INDICATED ON THE PLANS, AND AS NECESSARY TO CONSTRUGT AND COMPLETE THE BROWNS CQURT 15 UNKNGWN,

IMPROVEMENTS SHOWN ON THE PLANS. THE EXCAVATION, REMOVAL, AND DISPOSAL OF

MATERIALS SHALL BE iN ACCORDANCE WITH APPLICABLE LAWS, RULES, REGULATIONS, AND
PROTOCOLS. THE WORK SHALL INCLUDE THE EXCAVATION, DISPOSAL, BORROW, AND W
PLACEMENT OF SUITABLE MATERIAL IN CONFORMANCE WiTH THE LINES, GRADES, AND GRAVEL DRIVE/
TYPICALS SHOWN ON THE PLANS, PARKING

UTILITY CONSTRUCTION NOTES:

1, THE LOCATIONS AND PIPE MATERIAL OF THE WATER AND SEWER SERVICES AND MAINS ARE
BASED UPON RECORD INFORMATION PROVIDED BY THE PUBLIC WORKS DEPARTMENT AND
FIELD OBSERVATIONS. THE ACTUAL LOGATION OF THE EXISTING MAINS AND SERVICES MAY
VARY FROM THAT SHOWN ON THIS PLAN,

PAVED FARK!N GLOT
TOBE REMOVED.

i N e 205 8 209
¥ N ", B o B o s CHURCH STREET
2. PRICR TO CONSTRUCTION, THE CONTRACTOR SHALL PERFORM EXPLORATORY TEST PIS TO : S RSN R e - g RN LE

VERIFY THE HORIZONTAL LOCATION AND AND ELEVATION OF THE WATER AND SEWER SERVICES

TO THE FORMER EAGLES CLUB BUILDING. TIES FOR, AND THE ELEVATION OF, EACH SERVICE -
SHALL BE REPORTED TO THE ENGINEER.

EX(S NG UT]UTYROLE—-\
ANDLIGHT TO B8 § @uovs Nean

LEGEND

3. ALL UTILITY WORK SHALL BE PERFORMED IN A MANNER THAT MINIMIZES INTERRUPTIONS IN
SERVICE TO OTHER ADJACENT USERS.

4. WHERE TEMPORARY INTERRUPTIONS IN UTILITY SERVICES ARE REQUIRED, THE

e o o < s PROJECT PROPERTY LINE
e s e ABUTTING PROPERTY LINE

CONTRAGTOR SHALL COORDINATE WITH THE DEPARTMENT OF PUBLIC WORKS AND SHALL ‘Ec‘i;’;lns’?su"c“%’g? L

PROVIDE WRITTEN NOTICE TO AFFECTED LISERS IN ACCORDANCE WITH THE DEPARTMENT T e i e o S L 772 EXISTING CONTOUR

REQUIREMENTS. v R

b m 62-%
= .m MAPLE STREET L ] EXISTING FENCE
CITY RIGHT OF WAY REQUIREMENTS: 32
7. AUTHORIZATION FROM THE DEPARTMENT OF PUBLIC WORKS SHALL BE OBTAINED PRIOR TO ;

PERFORMING ANY WORK WITHIN THE CITY'S RIGHT OF WAY ALONG BROWNS COURT, KING
STREET, ST. PAUL STREET, AND MAPLE STREET.

L

e EXISTING GUARDRAIL
EXIST; CONCRETE SIDEWALK X NG . R g k et . : S E
YO BE REMOVED IN FUTURE ; 5 A : : T ; o
PHASE OF CONSTRUCT] ‘ 2 B B

2. THE SITE CONTRACTOR SHALL IMPLEMENT TRAFFIG CONTROL MEASURES IN ACCORDANCE
WITH THE REQUIREMENTS OF THE DEPARTMENT OF PUBLIC WORKS AND THE MUTCD. WORK
SHALL CONFORM WiTH THE VTRANS STANDARD SPECIFICATIONS FOR CONSTRUCTION AND THE o
“T-STANDARDS’ OF THE VTRANS CONSTRUCTION STANDARDS, w}

3. SIDEWALK CLOSURES SHALL BE APPROVED IN ADVANCE BY THE DEPARTMENT OF PUBLIC “ R
WORKS, ALTERNATE ROUTES SHALL BE D D AND IDENTIFIED IN - -

ACCORDARCE WITH THE MUTCD.

“OHW = - ENISTING OVERHEAD UTILITY LINE

T 5 : W e Woe = bt e = EXISTING WATER LINE AND GATE VALVE
\ FORNER EAGLES CLUB BUlLDING R T LR
. BXISTING STRUCTURE AND FOUNDATION o L S : o renm
TO BE REMQVED AND UTILITY SERVIGES, : ; 3 f g
GAPPED,AND ABANDONED 5

EXSTING SEWER LINE AND MANHOLE

e e EXISTING GAS LINE

EXISTING UTILITY POLE TO REMAIN

4. ALL WORK AND DISTURBANGE WITHIN THE GITY RIGHT OF WAY SHALL BE LIMITED TO THAT
SPECIFIG AREA APPROVED. WORK SHALL NOT EXTEND BEYOND THE APPROVED LIMITS OF
DISTURBANCE.

e wee wor EXISTING TELEPHONE LINE
DURING CONSTRUCTION, ACCESS SHALL

BE MAINTAINED BETWEEN MAPLE STREET L]
AND 20 & 203 CHURCH STREET

-EXISTING CONCRETE S|DEW‘\LK
AND EPs TOBE REMOVEL

g ~ R EXISTING PARKING METER
AVMEB:PARKING-LOT
TO.BEREMOVED:
165 St. Paul Street ; Tl
5. UNLESS APPROVED OTHERWISE, THERE SHALL BE NO DISTURBANCE OF THE GREEN STRIP
BETWEEN THE SIDEWALK AND CURB ALONG ST PAUL STREET AND MAPLE STREET. THIS SHALL

INCLUDE THE EXISTING TREES iN THIS GREEN STRIP, SPECIAL CARE SHALL BE TAKEN TO AVOID

DAMAGE TO THE TREES AND TO THE SURRGUNDING GRASS AREAS. W

6. NO VEHICLE PARKING OR STORAGE OF MATERIALS SHALL BE ALLOWED IN THE GREEN STRIP . e e =
BETWEEN THE SIDEWALK AND CURE ALONG ST PAUL STREET AND MAPLE STREET. B
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STANDARD EPSC PLAN REQUIREMENTS
THIS SECTION CONTAINS THE SANIHIUM REGUIRED ELEMENTS FOR THE CONTROL PLAR, THESE ELEMERT:
RE IR ADDITIOH 10 11 SITE SPECIFID ERORION PAEVERTION AND SEOMEN CORTROL PRACIICES SO Ox THE PG

ERQOSION PREVENTION

3.7 THROUGHOUT CONSTRUCTION, THE AREA OF SOIL DISTURBANCE SHALL BE LIMITED TO THOSE AREA(S) THAT CAN BE ACTIVELY WORKED ARD
MANAGED WITH THE FORCES AVAILABLE. AREAS THAT ARE NOT ACTIVELY BEING WORKED FOR A PERIOD OF 5 CAYS OR MORE, SHALL BE
TEMPORARILY STABILIZED,

2. THE MAX\MUM AREA OF SO DISTURBANCE AT ANY ONE TiIME ON THE ENTIRE PROJECT PARCEL
SHALL BE 0.5 AC)

3. SEDIMENT BASINS, SEDIJENT TRAPS, PERIMETER DIKES. SEOUSENT BARRIERS, AND OTHER MEASURES INTENDED TO TRAP SEDRMENT SHALL BE
CONSTRUCTED AS A FIRST STEP IR ANY LAND-DISTURBING ACTIVITY AND SHALL BE MADE FUNCYIONAL BEFORE UPSLOPE LAND DISTURBANCE TAKES

LEGEND

4. CONCENTRATED RUNOFF SHALL NOT FLOW DOWN CUY OR FILL SLOFES UNLESS CONTANED VATHIN AN ADEQUATE TEMPORARY OR
PERMANENT CrANNEL, FLUME, OR SLOPE DRAH STRUGTURE,

5. WHENEVER WATER SEEPS FROM A SLOPE FACE, AGEGUATE £ OROTHER

STASILIZED CONSTRUCTION EXIT

. QJA%WWAWWM_ =

& BEFORE NEWLY CONSTRUCTED STORMWATER CONVEYANCE CHANNELS OR PIPES ARE MADE OFERATIONAL, ADEQUATE QUTLET PROTECTION CONGRETE SIDEWALY

AND ANY REQUIRED TEMPORARY OR PERMANENT CHANNEL LINING SHALL BE INSTALLED IN BOTH THE CONVEYANGE CHANNEL AND THE RECEVING o
CHANNEL.

UNDERGROUNE UTILTY LINES SHALL BE INSTALLED IN ACCORDANCE WITH THE FOLLOWING STANDASDS i ADDITION TO OTHER APPLICABLE STONE STABILIZATION
TERIA

N FORE THES 500 LINEAR FEET QF TRENGH HAY BE OPENED AT ONE TIHE,
EXCAVATED MATERIAL SHALL BE PLACED ON THE UPHILL SIDE OF TRENCHES,

gL

TEMPORARY SHEETING /RETAINING WALL
LESS THAN 5% I SLOPE,

7.

€I

A

X

& ALL SEDIMENT REMOVED FROM SECIMENT CONTROL PRAGTICES AS A PART OF MAINTENANGE SHAUL BE DISPOSED OF IN AN AREA THAT IS
IS

B ATLEAST 100 FT. FROM ANY DOWNSLOFE WATER BODY OR CONVEYANGE TO A WATER BODY (iNCLUDING STORM DRAIN INLET OR DITCH).
c.

A5 TEMPORARY GROUND CONTOUR

A

PERMANENT STABILIZATION OF SEDIMENT SHALS, BE IMMEDIATELY I4PLEMERTED FOLLOWING DISPOSAL.
EXISTING BUILDING

®

FOR ANY AREATO BE STABILIZED FOR VANTER BY VEGETATIVE COVER, SEEDING MUST BE COMPLETED NO LATER THAN SEPTEMBER 15,

col TION FENCE / LT OF DISTURBANCE

0. ANY ARER TOBE STABILIZED FOR WINTER THAT DOES NOT HAYE ESTABLISHED YEGETATION BY QCTOBER 1§ MUST BE STABILIZED BY
ANCHORED MULCH AT THE WINTER APPLICATION RATE OF £ TONS PER ACRE, OR OTHER APPROVED STABILIZATION MEASURES (E.G. ROLLED
EROSION CONTROL PRODUCT). DORMANT SEEDING (€.G. WITH WINTER RYE) 1S RECOMMENDED.

3. DISTURBED AREAS BORDERING AND DRAINING TO STREET MUST HAVE AN APPROPRIATE SEDIMENT BARKIER SPANNING THE EDGE GF THE .
DISTURBANCE T FREVENT WASHING OF SEDIMENT ONTO SIDEWALKS OR STREETS AND GUTTERS . Z
92, HAY MULCH SHALL BE APPUED AT ANMIRIMUM RATE OF 2 TONS PER ACKE. HAY t4ULCH APPLICATION DURING WINTER CONSTRUCTION SHALL BE

AT A RATE OF 4 TONS PER ACKE. WMERE SUBECT TO BLOWING, MULCH SHALL SECURED IN PLACE BY TRACKING WITH EQUIPMENT (ATH TRACK e
RUNNING PARALLEL TO SLOPE} A TACKIFIER, NETTING, OR CQVEREDREPLACED WITH PROPERLY ANCHORED EROSION MATTING,

e 4 & TEMPORARY SILT FENCE

S

i i
LORST GO FERCE TO 85
INSTALLED BEHIND 5){\3 G
EWALK

|
|
|

APPROXIMATE LOCATION
OF EXISTING 8" V.C. SEWER 150 £ GRATE ELEY !
- (2) 1" DIA. PERFORATIONS SPACED:

8" VERTICALLY (146 TO 149.5)

)éAPcRARY SHEETING

3. PLACEMENT OF SEED AND MULCH SHALL OCCUR WITHIN 48 HOURS OF PLACEMENT OF TOPSOIL AND GOMPLETION OF FINAL GRADING (NOY
STASILIZATION ELSEWHERE IN THIS PLAN).

ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE RENOVED WITHIR 30 DAYS AFTER FINAL SITE STABILIZATION OR : 149
AFYER THE TEMPORARY MEASURES ARE O LONGER NEEDED, UNLESS T ERMSE AUTHORIZED. !

EXCAVATION STABLIZATION:

UPON COPLETION OF EXCAVATION, IF PHASE 2
FOUNDATION CONSTRUCTION 1S NOT READY 7O
PROCEED, THE DISTURBED AREAS SHALL B8R
STABHLIZED WiTH STONE/GRAVEL SUBBASE OR
TEMPORARY MULCH.

FIARaN00

2" CRUSHED STONE.

EXISTING DWELLING

STABILIZATION

15. ALL AREAS OF DISTURBANCE MUST HAVE TEMPORARY OR PERMANENT STABILIZATION WITHIN 14
CALENDAR DAYS. AFTER THIS TIME, ANY DISTURBANCE 1N THE AREA HUST BE STABILIZED AT THE END OF EACH WORK DAY,

THE FOLLOVNG EXCEPTIONS APPLY:

A STABILEATION ISNOT REQUIRED IF ORK IS TO CONTINUE IN THE AREAWTHIN THE NEXT 24 HOURS AND THERE 1§ NO PRECIPITATION .

FORECAST FOR THE NEXT 24 HOURS, EXISTING BUILDING
ASILIZATION 1S NOT REQUIRED I THE WORK IS CCCURRING IN A SELF.CONTAINED EXCAVATION (1€, NO OUTLET) WITH A DEPTH OF 2 FEET OR

‘GREATER (EG. BULLDING FOUNDATION EXCAVATION, UTILITY TRENCHES).

147 e

Somaymaals;

ROCK BORROW

12" SUMP s
16, BAINTENANCE MUST BE PERFORMED AS NECESSARY TO ENSURE CONTINUED STABILIZATION, EXCEPT AS NOTED BELOW, AL STTES SHALL BE §

SEEDED AND STABILIZED WiTH EROSION CONTROL MATERIALS, SUCH AS MULCH OR ROLLED EROSION CONTROL PRODUCTS, INCLUDING AREAS

p BEER
A ONTHE CUY SIDE OF OITCHES SHALL 8E VATH ROCK RI: THER NON € LINERS.
{£.G. RECP), OR WHERE APPROPRIATE, VEGETATIVE MEASURES SUCH AS SOD.

ACTIVE CONSTRUCTION AREAS SUGH AS BORROW OR STOOKPILE AREAS, STREET IMPROVEMENTS AND AREAS WITHIN SO FT.OF A

BUILDING UNDER CONSTRUCTION, A DOWNSLOPE PERIMETER SEDIVENT CONTROL SYSTEM CONSISTING, FOR EXAMPLE, OF S FENCE, SHIALL BE
INSTALLED AND MAINTAINED TO GONTAIN SOIL. EXPOSED DISTUREED AREAS ADJACENT TO A CONVEYANGE THAT PROVIDES RAPID OFFSITE 7
DISCHARGE OF SEDIMENT, SUCH AS A CUT SLOPE AT AN ENTRANGE, SHALL BE COVERED WITH PLASTIC OR GEQTEXTILE TO PREVENT SOIL LOSS -
UNTIL IT CAN BE STABILIZED. STASILIZED VEHICLE 4 OFF SITE,

. TEMPORARY SEDIVENT TRAPPING DEVICES SHALL NOT BE REMOVED UNTIL STASY LISHED IN ALL €O
DRANAGE AREAS. SIMILARLY, STASILIZATION SHALL BE ESTABLS 4
{POST- PRACTICE!
D.  STABRIZATION MEASURES SHALL BE APPLIED TO DAHS, DIKES, AN Y AFTER
INSTALLATION,
E.  ALL SLOPES STEEPER THAN 3:1 (HV), OR 33,3%, AS WELL s PERIVETER DIKES, SEDIMENT BASINS OR TRAPS, A31D EMBASIKHENTS SHALL, LPON
COMPLETION, BE IMMEDIATEL Y STABHLIZED WITH SOD, SEED AN , Of N
{RECP). AREAS OUTSIDE OF THE PERIMETER SEDIMENT ccmRoL SYSTEM SHALL NOT BE DKST‘URBED

e
SHEET(HG SH

145

THE EXCAVATED AREA SHALL BE
‘STABILIZED AS NECESSARY YO PREVENT
TRACKING OF SEDIMENT OFFSITE

CONNECT QUTLET RISER-
TO EXISTING 6° SERVICE

TYPICAL SOIL STOCKPILES SHALL BE LOCATED Wit
THE EXCAVATED LIMITS {OR SILT FENCE SHALL BE
INSTALLED ALONG THE DOWNSLOPE PERIMETER)

SOIL STOCKPILES SHALL BE MULCRED F IN FLA%
FORLONGER THAN 3 DAYS.

SEDIMENT BASIN QUTLET
RIS

o TEMPORARY SHEETING
SEE PLANS AND SPECIFICATIONS BY OTHERS FOR THE DESIGN AND INSTALLATION OF
TEMPORARY SHEETING. CARE SHALL BE TAKEN DURING CONSTRUCTION TO AVOID
DISTURBANGE OF EXISTING UTILITIES ADJACENT TO THE WORK AREA,

WINTER CONSTRUCTION REQUIREMENTS
THE FOLLOVANG REGUIREMENTS APELY DURING THE VINTER CONSTRUCTION PERIOD, ¥4HCH IS FROM GGTCBER 16 TD APRIL 15,

17. ALL AREAS OF DISTURBANCE MUST HAVE TEMPORARY OR PERMANENT STABILIZATION AT THE END

OF EACH WORK DAY,
TAE FOLLOVANG EXCEPTIONS APPLY:

A STABILIZATION IS NOT REGUIRED IF WORK IS TO CONTINUE IV THE AREA WITHIN THE NEXT 24 HOURS AND THERE IS NO PREGIPITATION

FORECAST FOR THE HEXT 24 HOURS,

B,

(HN0O:

205 & 209
CHURCH STREET

ittt ehi BSOS

SEDIMENT BASIN DATA

THE WORK I IN A SELFLGONT) e ) WITH A DERTH OF 2 FEET OR.
BUILDING F , UTILITY TRENCHES)

EXISTING GRAVEL DRIVE

CONTRIBUTING DRAINAGE AREA = 1.0 ACRE
18, STABILIZED ACCESS POINTS SHALL BE ENLARGED TO PROVIDE FOR SNOW STOCKPILING WHILE STILL MAINTAINING EFFECTIVE SEDINENT
CONTROL. PAGKED SNOW AND ICE MAY NEED TO BE REMOVED AND ADDITIONAL STONE PLAGED TO MAINTAIN THE LOOSE STONE SURFAGE AT e e e REQUIRED STORAGE VOLUME = 3600 CF
STABRIZED CONSTRUCTION EXITS.

s (MINIMUM 3600 CF PER ACRE)
ACTUAL CUMULATIVE STORAGE VOLUME:
% ELEVATICN VOLUNE

THE LIMITS OF DISTURSANGE MAY NEED 7O BE REPLACED OR DRAWHN IN TO REFLECT THE BOUNDARY OF VINTER WORK, THE LIMAITS OF
%?g’ﬁ?ﬁ?ggfss’ig\%;fmww N YO EXCLUDE ALL AREAS TEMPORARILY STABILIZED FOR THE WINTER, AND AREAS WHERE DISTURBANGE DURING REW CRUSHED GRAVEL SUBBASE 3
SLOPE TO DRAIN WESTERLY 5 ocr

e 540 CF

147 1410 CF

BUILDING UNDER
20.  BASED UPON THE WINTER AGTRTIES PROPOSED, THE ON-SITE PLAN HALL DEVELOR A SHK PLAN THAT SHALL CONSTRUCTION
INGLUDE AT ANINIMUM
ADEQUATE SIZE FOR SNGW STORAGE AREAS
SNOW STORAGE AREAS LOGATED DOWN GRADIENT OF AREAS OF PLANNED DISTURBANCE
CONTROL OF SNOWMELY RUNOFF

162-3% .
MAPLE STREET 148 2620 CF
g 4190 CF

150° 8340 CF

N NATER TREATMENT STRUCTURES.
ARINIMUR 25 FODT BUFFER BETWEEN PERIMETER CONTROLS (SUCH AS SILY FENCE)
TO MLOW FOR SNOW CLEARING AND MAINTENAN

LTS

SILT FENCE SHALL 6E REINFORCED OR REPLACED WITH PERIMETER DIKES. SWALES, OR OTHER PRACTICES RESISTANT 7O THE FORCES OF
Siowioms

CLEANOUT / MAINTENANGE:
MAINTAIN 2' SUMP. REMOVE SEDIMENT WHEN DEPTH IS 36" BELOW TOP OF OUTLET PIFE

22, THE ONSITE PLAN OR HALL INCLUDE OF DRAINAGE 7O INSURE THAT THEY ARE OPEN
AND FREE OF SNOW AND 0B DAMS,

25, SILT FENOE AND OTHER PRACTICES Rsuuxwms EARTH DISTURBANGE SHALL BE INSTALLED AHEAD OF GROUND FREEZING. IF PRACTIGES MUST
BE INSTALLED OR Q F SHALL BE USED IN THE CONSTRUCTION OF BERMS OR DIKES, OR
INSTALLATION OF SILT FENGE.

EXCAYATION STABIIZATION
UPON COMPLETION OF EXCAVATION, IF PHAGE
FOUNDATION CONSTRUCTION IS NOT READY- 70
PROGEED, THE DISTUREED AREAS SHALL BE~
“STABILZEDWITH, STONEIGRAVE SUBBASEOR -
* TERPORARY" MULC . s

& NIVLNIVI

INSPECTION & MONITORING

33 THE GNSITE COORDINATOR IS IO BE DETERMAN

25. THE PERIMETER OF THE SITE AND ALL EROSION PREVENTION AND SEDIMENT CONTROL MEASURES
SHALL BE INSPECTED AT THE END OF EACH WORKDAY, IF SEDIMENT HAS TRAVELLED BEYGND THE SITE BOUNDARY. §T SHALL
BESWERT UP OR OTHERVASE REMOVED AND DEFOSTTED ONSITE IN AN UPGRADIENT AREA AT THE END OF EACH WORK DAY.

!
ACCESS TO 205 § 209 CHURCH
STREET SHALL BE MAINTAINED
THROUGHOUT CONSTRUCTION

ONILEIA

185 ST. PAUL STREET

THE ONSITE SHALL INSPECT, N WRITING, THE STATUS OF CONSTRUCTION ON THE PROJECT SITE AND EROSION AND
SEDIMENT CONTROL STRUCTURES AND MEASURES AT THE END OF EACH WORK DAY, INSPECTIONS SHALL ALSO BE CONDUCTED PRIDR TO
PREDICTED szM EVENTS, AND AS SOON AS POSSIBLE, BUT NO LATER THAN 24 ANy W

. < { i
FROM THE SHTE. . N S v ¢ e
2 THE OWNER THE SITE CONTRACTOR /PRINCIPAL OPERATOR RO THEIR ¢ ey ‘
PRACTICES FLANS

7

THE EXCAVATED AREA SHALL BE
STABILIZED AS NECESSARY TO PREVENT
TRACKING OF SEDIMENT CFFSITE

G ASIDE BY THE BEST
THE PERMIT NS, EQINTHE VT DEC LOW RISK SITE HANDSOOK FOR -~ —
EROSION PREVETION A0 SEDMERT CONTROL < e o e

INIWEAYE

27, DURING HALL VISUALL Y MONITOR AND RECORD THE TURBIDITY OF ALL STORMWATER RUNCFF
FRON IIE CORSTRUCTION SITE m ACCORDANCE TH THE SEMPLING B TESTING REGUIRENENTE J00 PROTOGOL OF 115 VERWONT GENERL

ERIAT.

INSTALL NEW 6* PERFORATED
RISER ON EXISTING 6" SERVICE

(i & TOCOMEINED SEWER 162 Dae | Revision ! By
T

MAPLE
Ry STREET These plans shali only be used for the purpose shown below:

{1 Sketc/Congept {1 Act250 Review
{3 Preliminary ] Constuction
Final Local Review 1 Record Drawing

EMPORARY SEDIMENT BASIN WiTH

78, INSPECTION FREQUENCY MAY SE REDUCED TO NOT LESS THAN ONE PER WEEK IF THE ENTIRE SITE IS TENPORARILY STASILIZED AND AL T
TIVITY $AS BEEN SHALL RIGR 2 CTVITY 1N § ROCK BORROW ON SIDESLOPES

UTH THE REGUIREMENTS USTED ABOVE.

29, IN ADVANCE OF APREDICTED RAINFALL OR SNOWHMELT EVENT, ALL MANAGEWENT PRACTICES APPROPRIATE TC CURRENT AREAS OF

DISTURBANGE MUST BE CHECKED AND REPAIRED AS NEGESSARY TO ENSURE PROFER CPERATING CONDTTION. If NECESSARY TO PREVENT o
'SEDIMENT DISCHARGE FROM THE CONSTRUCTION SITE. THIS WILL INGLUDE THE TEMPORARY STABILIZATION OF ALL DISTURBED SOILS ON THE SITE

IN ABYANCE OF THE ANTICIPATED RUNOFF PERIGO.

-~
SHuManis 3LFUONOD

SAAINTAIN EXISTING CURBCUT AND
PAVEMENT. SWEEP ANY TRACKED

SEDIMENT Praject No,
LANDS OF ot

PUBLIC NOTICE AND DPW COORDINAT]ON
PERNIT AND TH F DESCRIPTION

5
AND THE LOCATION WHERE E EROS[ON PREVENTION ARD SEDIMENT CONTROL PLAN IS A\/I\IL:\ELE swu es POSTED ATA
LOCATION ON THE PROJECT SITE THAT 15 VISIBLE TO THE PUBLIC.

189-201
ST, PAUL STREET

CHAMPLAIN COLLEGE, INC. 35
31, THE L ANDOWNER OR S{TE CONTRACTOR SRALL CONTACT THE CITY STORMWATER ADMINISTRATOR AT 540-1748 OR

. : . - 8 - S ~ TN # oy Design
MHOIRGBURLINGTONVT.GOV AT LEAST 2¢ HOURS PRIR TO ANY EARTH DISTURBANCE, AND SHALL PROVIDE THE NANE ANE CONTACT INFORMATION . : i . \ e e = == : KING STREET, BURLINGTON

FOR THE ONSITE PLAN GOORDINATOR, B e o e . I’D\‘x/:\m
& € . = AL
smﬁzESEilﬁiﬁfégg??ﬁgﬁigmlﬁgxﬂi CITY STORM: WA'TER ADM!NSTRATOR PR[ORTO OC]OEER 151F YHE SITE WLl NOT BE SONCRELE 4 SIDEY EROS‘ON PREVENT]ON AN D L&D

. THE LANDOWNER GR DNSITE PLAN COORDINATGR SHALL CONTACT THE CITY STORMIATER ADRINISTRATOR TO SCHEDULE A STABILIZATION
INSPECTION WHEN SITE VORK IS FINISHED AND STABILIZATION MEASURES HAVE BEEN INSTALLED.

SEDIMENT CONTROL PLAN [T
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SWEEP EXISTING FAVEMENT AS1H:
i “NEED TORENEOVE SEDIMENT {1

PRIORTO 10-02-43
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Lamourcux & Dickinson

ARG SEWER
72 ORGSR Sheet mumber

Consulting Engineers, Inc.
14 Morse Drive, Esscs, VT 05452 2
§02-878-4450 www.LDengincering.com

PHASE 1




